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| Install Utility Software

Note1: Before installing the utility software, DO NOT inserts the
WL-5480USB into your computer. If the adapter is inserted
already, Windows will detect the adapter and request for a
driver. Click Cancel to quit the wizard and remove the
adapter from your computer.

Note2: If you have installed the USB adapter driver & utility
already, please uninstall the old version first.

Step 1 Insert the provided Driver and Utility CD into your CD
drive.

Step 2 Click Install Driver from the Setup menu.

—
. ® WL-5480USB
Al r Live 1 802.11g WLAN USB Adapter

‘ Install Driver
User's Manual
Acrobat Reader
Browse CD

EXIT

Il Driver & Manual CD ——ctn
OvisLink Corp.
[ www.ovisink.com.tw ]

Note: If the Setup menu does not appear automatically goes to
Start, Run, type D:\autorun.exe (where D is the letter of your CD
drive) and click OK.
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Step 3 When the welcome screen appears, click Next.

Instaltshield Wizard ]

Welcome 1o the InstallShield Wizaed for

AirLive WL-5430USB WLAN USB Adapter

Step 4 Click Next to accept the default destination folder for the
software or click Browse to manually select a different
destination folder.®

InstallShield Wizard 3
Choose Destination Location o

Select folder where Setup will install fies. =

Setup willinstall AirLive WL-54B0USE WLAN USE Adapter in the fallowing folder

Ta install o this folder, click Newt. To installto a different fokder, cick Browse and select
another folde!.

Destinlion Foldsr
4. A AirLive WL-5480USB WLAN USB Browse.

<Back | Mew> Cancel |

Step 5 For Windows XP, click Continue Anyway at the Windows
Logo Compatibility screen.

802.11g WLAN USB Adapter
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Software Installation

] E The software you are installing has not passed Windows Logo
L] testing ta verity its compatibility with ‘Windows 2P, [Tel me why
this testing is important. |

Continuing your installation of this saftware may impair
or destabilize the correct operation of your system
cither inmediately or in the future. Microsaft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
passed Windows Lago lesting.

[ Continue Arpway | [_STOF Installation |

For Windows 2000, click Yes at the Digital Signature screen.
X

The Miciosoit digial signature aifems that soltware has
been tested with Wirdows and that the software has not
been stered since # was leshed

The software you are about 1o inetall doos ot corton a
Miciotolt dotal sgnahuse. Thereloes, Bheee i no
the sodtwease work s

Windows.

M you wank to search for Microsolt digtally signed.
software, visit the Windows Update Web site ot
ip £ vendomrsupdate meciosolt com 1o see f one o
avalsble

Do you want to contirue the nstallation?
[T | o | Mowinao |

Step 6 Remove the Driver & Utility CD from your CD drive and
then restart your computer.

|:|| Install Utility Software

Note: In most cases, Windows will automatically install the driver
after the computer is restarted. If the Found New Hardware
Wizard appears, follow the instructions below. The Found New
Hardware Wizard will look different depending on your operating
system. Follow the on-screen instructions to complete the
installation. For Windows 98SE and ME users, you may be
prompted to insert the Windows 98SE or ME CD during the driver
installation. Be sure to have your Windows 98SE or ME CD ready.
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Step 1 After the compulter is restarted, insert the USB adapter into
the USB port of the computer. If there is not enough room
to insert the adapter directly to the USB port, you may use
the supplied USB extension cable for more space.

Step 2 Select Install the software automatically and click Next.

Found Mew Hardwaie Wizard

‘Welcome to the Found New
Hardware Wizard

) harmasn cama with an installation CO
£ o Moy ik, sl § o

™ Care

Step 3 For Windows XP, click Continue Anyway at the Windows
Logo Compatibility screen.

Hardware Installation

1 The zoitwaes you are miztaling fol thes hardwane
1A
AirLive WL-54B0USB WLAN USB

has not paszed Windows Loge testng to veely its compatblily
veth Windows <P (Lol me yebw the 183400 ia mocract |

Continung your installation of ther soltware may mpai
of destabalize the conect operation of yous system
withet immediately o0 in the futwe. Microsoll strongly
recommends that pou stop this installation now and
contact the hadware vendor for soltware that has
pazzed Windows Logo testing

802.11g WLAN USB Adapter
WL-5480USB




xd

The Micioolt dgtsl signature sifems that soltwase hat

been tested and that the software has not
been sRered since £ was lested.

The soffware you are about 1o natsll doss not contan &

Mictoolt ciptl signatuee. Therefoee. these 2 no
gumantos thal thes soltware works comectly vh
Wrsdowt.

1f you want to search for Microsolt digtally signed

: Windows Update Web ste st
g/ fandcmrrupdate microsolt com 1o see § one s
avsisble

Do you want bo conbinue the mnstallstion?
CZd e | Moeiw |

For Windows 98SE or ME, insert the Windows 98SE or ME CD if
prompted to do so and click OK.

Step 4 Click Finish. Restart the computer if you are prompted to
do so.

|:|| Configuring the WL-5480USB

To open the utility, go to Start, (All) Programs, OvisLink
WL5480USB WLAN USB Adapter, OvisLink WL5480USB
WLAN USB Utility.
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Note to Windows XP Users:

If you encounter the Wireless Zero Configuration dialog box,
click Yes to enable the Wireless LAN Ultility to configure your
USB adapter.

802.11g WLAN USB Adapter
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Wireless Zero Configuration

? ‘Wireless LN is Controlled by the Windows Zero Configuration.
'w‘/ Do you want o use WLanUtil as the Wireless LAN configuration tool?

Yes No

Step 1 Select the SSID of your wireless router/access point from
the Available Network list and click on the Connect this
site button.

AirLive WL-5480USB WLAN USB Configuration Tool

Network Adapter Mode: [Station =]
| AirLive WL-5480USB WLAN USB -
Available Network: Sel d Nt Inf r
—————— —— | selecte Network Information
| SSID ength N . 2
default 3 Channel: 11
AP_Fouter
default Type: Infrastructure
My Router 10 WEP: On
BSSID: 00 EQ 98 4D D3 CE
Connect this site

Refresh
1 Link Status: Connected to Access Point. BSSID=00 90 4B 28 7C 96
Signal Strength: 100%

Link Quality 78%

Tx Frame: 66 Rx Frame: 257

Step 2 Verify that the adapter has adequate Signal Strength and
Link Quality and then restart the computer.

You have completed the configuration

For more advanced features and additional details,
please refer to the User’s Manual on the provided CD




|:|| Softwarova instalace

1: Pred instalaci software nepfipojujte zafizeni WL-5480USB do
vaSeho pocitace. Pokud tak ucinite, stornujte pozadavek
systému na ovladac a zafizeni odpojte.

2: Pokud mate jiz v pocitadi nainstalovany jiny USB sitovy
adaptér, tak pfed zapocetim instalace prosim odinstalujte
vSechny starsi verze.

Krok 1 Vlozte CD s ovladaci do mechaniky CDROM.

Krok 2 Zvolte polozku Install Driver.

Y
- - o W.L-5480 USB
Al r Live 1 802.11g WLAN USB Adapter

‘ Install Driver

User's Manual
Acrobat Reader
Browse CD
EXIT

Manutacturor

Nl Driver & Manual CD
OvisLink Corp.
[ www.ovisink.com.tw ]

Tip: Pokud se CD nespusti automaticky, spustte ho manuaineg,
Start, Spustit, zadejte D:\autorun.exe (D je pismeno vasi CD

mechaniky) a stisknéte OK.

802.11g WLAN USB Adapter
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Aysan

Krok 3 Postupujte podle pokynu, stisknéte Next.

Instaltshield Wizard ®

4]

=" Welcome 1o the InstallShield Wizaed for
AirLive WL-5430USB WLAN USB Adapter

Krok 4 Stisknéte Next pokud souhlasite s umisténim adresare,
jinak stiskem Browse zvolte jiné umisténi.

InstallShield Wizard 3
Chaose Destination Location

e
Select folder whese Setup willinstall fles.

Selup willinstal AirLive WL 5480USE WLAN USB Adapter in the folowing folder
Toinstal 1o this foldar. click Newt. Ta installto a different folder. click Biowse and select

anciher foldsr.

Destination Folder

%\ AirLive WL-5480USB WLAN USB Browse.

<Back | New> Cancel |

Krok 5 Ve Windows XP, stisknéte Continue Anyway na strance

Windows Logo Compatibility.

802.11g WLAN USB Adapter
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Software Installation

pf The software you ars instaling has not passed Windows Loga
L] testing 1o veily its compatibiity with Windows XP. (Tell me why
this testing is important,)

Continuing your installation of this software may impair
or destabilize the carrect operation of your system
either immediately or in the future. Microsoft strangly
recommends that you stop this installation now and
contact the software vendor for software that has
passed Windows Logo testing.

[ Continue Angway | [ STOP Instaliation |

Ve Windows 2000, stisknéte Yes v obrazovce Digital Signature
X

The Micioeoh dgtsl rignatise sifems that woltwase has
been tested with Windows and that the software has not
been altered since # was tesied

The schware you are sbout to install doss not contan &
Mictotol dighal signahure. Therelore. theee is no
guarartos that th soltware works comectly wih
Wirdows.

1t you wand o search for Miciosoll ol sl tigned
software. vitil the Windows Updste Web sie 8t
it/ Avandcmrrupdate meciosolt com 1o see § one i
avaslsble

Do you want to conbnue the installation?
& ] B | Moeido |

Krok 6 Vyjméte CD s ovladadi z mechaniky a restartujte
pocitac.

|:|| Instalace softwarovych utilit

Tip: Systém Windows po restartu automaticky nainstaluje
potrebné ovladace do vaseho pocitace. UzZivatelé systéma
Windows 98SE a ME budou s nejvétsSi pravdépodobnosti
potfebovat k instalaci adaptéru takeé instacni CD operaéniho
systému.

802.11g WLAN USB Adapter
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Aysan

Krok 1 Po restartu pfipojte adaptér do USB Portu vaSeho
pocitace.

Krok 2 Zvolte moznost Install the software automatically a
stisknéte Next.

Found Mew Hardwaie Wizard

‘Welcome to the Found New
Hardware Wizard

o haidonart s with 0 inatalation OO
logprp ik, insesl i mow

™ Care

Krok 3 Ve Windows XP, stisknéte Continue Anyway v obrazovce
Windows Logo Compatibility.

Hardware Installation

!: The softeaes you ane nstaling for this hardvwane
AlrLive WL-54B0USB WLAN USB

has not paszed Windows Loge testing to veely it compatbdly
vath Windows P (Lol me vehw ths testng is enporant |

Continusng your installation of ther soltware may mpai
o destabaize the comect opetation of your system
withe: immediately o in the futwe. Microsolt strongly
recommends that pou stop this installation now and
contact the hadware vendor for soltware that has
pazzed Windows Logo testing




Digital Signature Mot Found x|

Tmuuo.m digital signature affems that soltwaes has
bestad with Windows and that the soltware has not

bemuuedmumlzsbd

The soffwars you are about to natall doss not contan a
Micionait dpld up»due Theml’e:e theee i1 no

WWindow -2

nmmwmiunm#ww
softwane, visit the Windows Update Web sie ot
N'D!MMMM comio see d one s

Do you want to confinus the nstalistion?

Yo | Mo | Mowino |

Krok 4 Stisknéte Finish a restartujte vas pocitac.

|:|| Konfigurace WL-5480USB

Spustte utilitu, Start, Programy, OvisLink WL5480USB WLAN
USB Adapter, OvisLink WL5480USB WLAN USB Utility.

TGl A ive WL-SA0USR WLAN USB Adsote | *
rimatad ArLive WL SSBOUSE WLAN LISB

Windows XP Professional

Tip: Pokud se vam zobrazi ve Windows XP dialogové okno
Wireless Zero Configuration tak zvolte YES

802.11g WLAN USB Adapter

WL-5480USB




Aysan

Wireless fero Configuration

<? wireless LAN is Controlled by the Windows Zero Configuration,
'--‘/ Do you want to use WianUtil as the Wireless LAN configuration tool?

es Mo

Krok 1 Zadejte SSID vaseho bezdratového routeru nebo access

pointu z listu dostupnych siti a stisknéte tlacitko Connect
this site.

AirLive WL-5480USB WLAN USB Configuration Tool

Network Adapter Mode: [’;u{.;.—,

| AirLive WL-5480USB WLAN USB

Available Network:

1 Selected Network Information 2
SSID Strength . .
93%

default 3% Channel: 11
AP_Router 100%

default 63 Type: Infrastructure
My Router 100%

WEP: On

BSSID: 00 EQ 98 4D D3 CE

Connect this sita
Refresh

1 Link Status: Connected to Access Point, BSSID=00 90 4B 28 7C 96
Sigral Strength: ERNNERENNERENENENERERERREE
Link Quality: AEERNARNEENARENENERERARERER

Tx Frame: 66

n 100%
78%

Rx Frame: 257

Krok 2 Ovéfte si silu signalu a kvalitu spojeni.

Vase konfigurace je kompletni

802.11g WLAN USB Adapter

ive
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