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|:|| Important Information

A The AP mode’s default IP address is 192.168.1.1
A The Client mode’s default IP address is 192.168.1.50

A The RT (Router) mode’s default IP address is 192.168.1.1 as the
default IP to configure the settings, note that the settings must through
the wireless connection, instead of RJ45 cable.

The default Login name is admin

The default password is admin

The default AP mode’s SSID is Pocket_AP
The default Client mode’s SSID is Pocket_AP

The default RT mode’s SSID is Pocket_AP
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The default is set to AP mode

|:|| How to switch between 3 modes
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A Please select the mode using the selector switch on the under side of
the housing (see the above graph)

A After making selection, please unplug and replug the power to do a
power cycle. The AP will then reboot itself to the new mode.
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||l Access Point Mode Setting

1.  The AP’s default IP address is 192.168.1.1. Please make sure your
computer IP is in the same subnet as the AP (i.e. 192.168.1.x).

2. Open the web browser and enter 192.168.1.1.

3. The below window will popup. Please enter the user name and
password. Both of the default is admin.

Connect to 192, 168.1.1
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Wirsless Access Poirt

Lser name:

Bassword:
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5.  The following screen will appear. Please click “Next” to continue.

Welcome to the 54Mbps Access Point Setup Wizard, The Wizard
will direct you through these four quick steps. Star by clicking on
Next.

Wireless Pocket Access Point
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6.  You can change the password and then click “Next” to continue.

Set Password

You may want to change the Administrator password of this Access
Point to prevent authonzed modification to the configuralion settings
Enter your new password in the following text fields. Click Next to
continug with setup or Exit to quit setup wizard

W Password ssssssssssssses

W Venfy Password ssssssssssssnes

G >

7. You can type the name of new SSID and select the new channel.
Otherwise, click “Next” to continue.

SIESUTVEY
Set Wireless LAN Connection

Enter the SSID of the wireless network, and select the frequency
channel that this Access Point will operate in
Chck Next to continue setup, or Exit to quit setup wizard

u SSID POCKET_AP

M Channel FE ¥
G ew) (A
Back Next Exd

8.  You can enable WEP by select the key size of WEP encryption and
enter the key value in the key text box. Click “Next” to continue.

You may enable WEP secunty for data encryption by selecting
Enabled. Select one of the WEP encryption key size and enter the
value of the key in the text fields below.

Click Next to continue with setup, or Exit to quit setup wizard

WWEP Key & Disabled T 64bits T 128bits

B Mode [asci =

W Kay [ O > (A
Back Next Exnt
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9.

The Setup wizard is now completed. The new settings will be
effective after the Access Point restarted. Please click “Restart” to
reboot the Access Point.

Setup Completed

Tha Access Point setup is now completed. i you want to change any
satup settings, click Back to go back to the previous pages

Click Restart to raboot the Access Point for the new settings to take
affect

C O R

Back Restat Exit

|:|| Client Mode Setting

4.

The Client’'s default IP address is 192.168.1.50. Please make sure
your computer IP is in the same subnet as the Client (i.e.
192.168.1.x).

Open the web browser and enter 192.168.1.50.

The below window will popup. Please enter the user name and
password. Both of the default is admin.

Connect fo 192.168.1.1
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Wireless Acoess Pont

Lser name:

Bassword:
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5. The following screen will appear. Please click “Next” to continue.

Welcome to the 54Mbps Access Point Setup Wizard, The Wizard
will direct you through these four quick steps. Star by clicking on

Next.

S

and Channgl
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Exit

6.  You can change the password and then click “Next” to continue.

Set Password

You may want to change the Administrator password of this Accese
Point to prevent authorized modification to the configuration ssttings
Enfter your new password in the following text fields. Click MNext to
continug with setup or Exit to quit setup wizard

W Password ssssssssssssses

W Venfy Password ssssssssssssnes

G >

7. You can type the name of new SSID and select the new channel.
Otherwise, click “Next” to continue

SIESUTVEY
Set Wireless LAN Connection

Enter the SSID of the wireless network, and select the frequency
channel that this Access Point will operate in
Chck Next to continue setup, or Exit to quit setup wizard

Sl POCKET_AP
M Channel FE ¥
G ew) (A
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8. You can enable WEP by select the key size of WEP encryption and
enter the key value in the key text box. Click “Next” to continue.

You may enable WEF security for data encryption by selecting
Enabled. Select one of the WEP encryption key size and enter the
value of the key in the text fields below.

Click Next to continue with setup, or Exit to quit setup wizard

W WEP Key @ Disabled © G4bits T 128bits
W Mode ASCH =

W Key [ ] O > (A

10. The Setup wizard is now completed. The new settings will be effective
after the Client adapter restarted. Please click “Restart” to reboot
the Client adapter.

Setup Completed

Tha Access Point setup is now completed. i you want to change any
satup settings, click Back to go back to the previous pages

Click Restart to raboot the Access Point for the new settings to take
affect

|:|| Router Mode Setting

Note: to configure the settings must through the wireless connection,
instead of RJ45 cable.

1. The Router’s default IP address is 192.168.1.1.
2. Open the web browser and enter 192.168.1.1.

3.  The below window will popup. Please enter the user name and
password. Both of the default is admin.

Wireless Pocket Access Point
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Connect 1o 192.168.1.1

sl

Wirsless fcoess Port
ser name: [
Easoword: werenns

[CIeemember my password

o] Coma ]

4.  The following screen will appear. Please click “Next” to continue.
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5. You can change the password and then click “Next” to continue.

Welcome to Router Setup Wizard 8
Set Password

< Back | Next> Iﬂ]

>
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Select properly time zone from the drop down list.

Please click
“Next” to continue.
E -
Welcome to Router Setup Wizard o
Choose Time Zone
[(GMT-08.00) Pacific Time (US & Canada) =

< Back I Mext > I Exlll
7. You can assign a new IP or disable the DHCP server for the router.
Otherwise, click “Next” to continue
Welcome to Router Setup Wizard o
Set LAN & DHCP Server
Address|[EXEER
ANEENR 255 2552550
ElEl * Enable © Disable
=0 [192.168.1.100
Range End|EAEERED
< Back | Next> i Ellll
8.

Select your internet connection type and click Next to continue.

Welcome to Router Setup Wizard ﬂ
Select Internet Connection Type
& Obtain IP automatically (DHCP client)
€ Fixed IP address

© PPPoE to obtain IP automatcally
PPFOE with a fixed IP address
c PPTP

< Back | Next > Iﬂl
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Click “enable” to enable wireless LAN (DO NOT disable the wireless
LAN).You can type the name of new SSID and select the new
channel. Otherwise, click “Next” to continue

Welcome to Router Setup Wizard,

Set Wireless LAN Connection

& Enable © Disable
FOCKET_AP
[ =l

< Back | Next = ﬂl

10. The Setup wizard is now completed. The new settings will be

effective after the Router restarted. Please click “Restart” to
reboot the Router.

Welcome to Router Setup Wizard JE"" =)
Setup Completed

Click "Restart" button to save the settings and restart Wireless
Router

< Back Restart ﬂl
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| " Definicdo do Modo AP (Ponto de Acesso) |

1. O enedereco por defeito do modo AP é 192.168.1.1. Certifique-se
que o enderego IP do seu computador esta na mesma subnet como o
AP (ex.: 192.168.1.x).

2. Abra o web browser e dé entrada de 192.168.1.1.

3. Surge a janela seguinte. D& entrada do nome de utilizador e da
palavra-chave. Para ambos o valor por defeito é admin.

110d

Connect 1o 192.168.1.1
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Wireless Access Pont

Uses name: 0 ader -
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4. Fazendo cligue no bot&o “Wizard” no menu de fungdes.

5.

Welcome to the 54Mbps Access Point Setup Wizard, The Wizard
will direct you through these four quick steps. Star by clicking on
Next.

Ponto de Acesso Sem Fios
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6. Pode mudar a palavra-chave e fazer clique em “Next” para continuar.

Set Password

You may want to change the Administrator password of this Access
Point to prevent authonzed modification to the configuralion settings
Enfter your new password in the following text fields. Click Next to
continug with setup or Exit to quit setup wizard

W Password
W Verify Password .

G »») (A

110d
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7.  Pode escrever o nome do novo SSID e seleccionar o novo canal.
Se néo, cligue em “Next” para continuar.

SIESUTVEY
Set Wireless LAN Connection

Enter the SSID of the wireless network, and select the frequency
channel that this Access Point will operate in
Chck Next to continue setup, or Exit to quit setup wizard

u SSID POCKET_AP

M Channel FE -
G ew) (A
Back MNext Exd

8. Pode permitr WEP seleccionando o tamanho de chave da
encriptacdo WEP e dando entrada do valor na caixa de texto da
chave. Clique em “Next” para continuar.

You may enable WEP security for data encryption by selecting
Enabled. Select one of the WEP encryption key size and enter the
wvalue of the key in the text fields below.

Chick Next to continue with setup, or Exit 1o quit setup wizard

WWEP Key & Disabled © G4bits C 128hits

B Mods ASCI =

W Key I G e (A
Back MNext E
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O Setup wizard estd agora completo. As novas definicdes estardo
activas apos a reiniciagdo do Ponto de Acesso. Cligue em “Restart”
para fazer o reboot do Ponto de Acesso.

Setup Completed

Tha Access Point setup is now completed. i you want to change any
satup settings, click Back to go back to the previous pages
Click Restart to raboot the Access Point for the new settings to take

effect
C O R

Back Restat Euil

|:|| Definicdo do Modo Client

1.

O endereco IP por defeito para o modo Client ¢ 192.168.1.50.
Certifique-se que o endereco IP do seu computador esta na mesma
subnet que o Client (ex.: 192.168.1.x).

Abra o web browser e dé entrada de 192.168.1.50.

Surge a janela seguinte. D& entrada do nome de utilizador e da
palavra-chave. Para ambos o valor por defeito € admin.

Connect 1o 192,166.1.1
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\Wireless Access Pork

Lser name: 1 sdmn
Bassword: r—

[Cleemenber my passeord

o | cancel

Clique no bot&o “Wizard” no menu de funcdes.
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